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SINGLE ACTING CYLINDERS, HIGH TONNAGE
EINFACHWIRKENDE ZYLINDER, SCHWERLAST

EGYIRANYU MUKODESU MUNKAHENGEREK, NEHEZ TERHELESRE
700 bar  50=-T1100 ton

F ] Capacily  Stoke  Modkl
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 —— w1 ~on frm SIMSON
! 50 SAH 5050
50 100 S5aH 50100
200 SAaH 50200
B 300 SAH 50300
&0 SaH 9050
S T N " 100 SAH 90100
200 SaH 90200
300 SAH 90300
100 SAH 140900
1 145
~[CICE 200 SAH 140200
o 300 SAH 140300
' T — 50 SAH 20050
- - 200 150 SAH 200150
. 250 SaH 200250
50 SaH 35050
150 150 SAH 350150
250 SaH 350250
&0 SaH 58050 et
550 150 SAH 560150 394
250 SAH 580250 A4
50 SaH 88050 54
gso 150 SAH 880150 454
250 SaH 880250 554
£ SAH 110050 385
150 SAH 1100150 485

LU T SAH 1100250
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Single acting cylinders, load retum, suitable for offshore jacking,
Designed for weighing, kfting and postioning works in Civil Engineering.
Equipped with hardened groowed removable saddles. Upon request, these

mlﬂlﬂr‘ are supplied with lilting saddias for protection from off-center load forces.

saddies are highly recommended by us
Crverflovang under control acts as siroke limier

Einfachwirkende Zylinder mit Lastrickiauf zum Offshore-Einsatz.
Fir Wiege-, Hebe- und Positionierungsarbeiten im Bauwesen,
Mit austauschbarem gerltem und hochlestem Auflagekop! ausgestattet

Diese Zylinder werden zur Minimierung von Setenbelastungen auf Anfrage
mif bewaglichen DrucksiGcken geliefert. Deren Einsatz wird bed digser
Zylinderan von uns empfohlen,
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Epitdipar méregelési. emelési és poziciondldsi munkakhoz.
Czeréihetd, recézelt és nagy szildrdsagu fellekwd fejiel felszereha.
Ezeket a munkahengereket az oldalirdnyi terhelés minimalizdldsa érdekében

miczgathald momabetattal szallitjuk. Ehhez a munkahenger-fajtshoz
a mozgathatd betét alkalmazasat, 8

Capacity  Area Oicap. B D E H K L N Tiking sacdle  Weight
Kapazhat  Flache  Obvol Bewegl, Druckst,  Gawicht
Kapacitis  Febllet  Olajbér. Mozgathatd fei  Tomeg
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kN om? om? mim AN MM mm__ mm_ mm_ mm mm__mm ki
4366 636 318 183 125 o0 30 g 61 | g1 30 14
4356 63,6 G5 283 125 L a0 <] 51 B 61 30 18
4366 G368 1272 453 123 ol 30 <] g1 ¥ 61 30 28
4356 636 1808 GE3 125 B0 a0 <] &1 a 61 30 28
B422 1228 613 207 170 125 30 6 88 11 BE 35 27
B42.2 1226 1226 307 10 125 30 & 88 1 B8 36 35
Bd2 2 1228 2452 &o7 170 126 30 2] a8 11 Ba 35 52
8422 1226 3678 mr W0 125 N 6 88 11 BE 36 66
1380 201 1005 226 215 180 39 7 11 12 111 40 49
1380 20 20 3@ M5 B0 3w 7T M 12 111 40 84
1380 20 4020 56 215 160 39 7 11 12 111 40 2
1380 20 6030 T 215 180 3w 7 11 12 111 40 130
21662 314 1670 248 265 200 5n 7 131 12 131 45 Bb
21562 314 4710 448 285 200 S50 7 = B 131 45 129
21562 314 TB50 Gab 265 200 O 7 131 12 131 45 172
33601 4006 2453  PRE 330 250 50 7 178 20 178 47 158
33601 4006 7360 488 330 280 S8 7 178 20 178 47 226
A358,1 480,65 12285 G668 330 250 58 7 178 20 178 47 282
5520 BO3E 4010 344 430 320 B0 7 250 30 250 75 332
5520 B038 12056 544 430 320 B0 7 250 30 250 75 445
5620 B03.8 20085 Tid 430 220 B0 7 250 a0 250 75 550
BE25 1256 G260 404 a0 400 100 10 290 40 280 100 Ga2
BE25 1256 18840 604 540 400 100 10 290 40 290 100 B10
8525 1256 31400 BO4 540 400 100 10 290 40 280 100 Bea
WO 15808 7040 435 8O0 450 110 10 325 5D 325 125 B4R
10816 15806 23845 635 600 450 110 10 325 50 325 125 1069
0916 15888 30741 B35 800 450 110 10 328 5D 325 125 1289
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